
Touchscreen 
Master

Staff 
StationZone Light

to next 
station or 

splitter

Patient 
Station

Emergency, Code, Aux*, Staff Presence Switches

Dome 
Light

Dome 
Light

Patient 
Station

Staff Presence, Aux*, Code, Emergency Switches

* JK300-series auxiliary jacks require PM423 auxiliary input module

Duty
Station

Patient 
Station

Staff Presence, Aux*, Code, Emergency Switches

Dome Light

Patient 
Station

Dome Light

Emergency, Code, Aux*, Staff Presence Switches

to next 
CE

Tek-BRIDGE™ PC

Tek-MMARS®400 
Software

Telephone 
Interface 
Software

Versus 
Interface 
Software

Badges

Versus 
Interface 
System
“VIS”

Emergin PC

PBX

Pagers

Wireless 
Telephone 

System

Wireless 
Telephones

CE Network—CAT5, 2000’ maximum; 15 CEs maximum.

Master Runs—CAT5 plus #14–16 AWG pair (power), 1000’ maximum; 
1 master per run.

Commons Bus—CAT5 plus #16–18 AWG pair (power), 1000’ maximum; 
16 addressable stations maximum per run.

Dome Bus—CAT5 plus #16–18 AWG pair (power), 50’ maximum.

Peripheral Bus—CAT5, 100’ maximum; 1 staff presence, 4 switches and 
6 auxiliary inputs maximum per addressable station.

Serial Cable—Supplied with paging transmitter.

Ethernet Cable

POTS—Analog telephone pairs connected to PBX central offi ce lines.

Other

Facility’s LAN
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TekTone® Tek-CARE®400 System Layout
(See IL843 Tek-CARE®400 Installation Manual for complete wiring information.)
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